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Note
The specifications and recommendations given in this technical data sheet must not be seen as guaranteed product characteristics. They are based on our laboratory tests and on practical experience. Since individual application
conditions are beyond our knowledge, control and responsibility, this information is provided without any obligation. We do guarantee the continuously high quality of our products. However, own adequate laboratory and practical
tests to find out if the product in question meets the requested properties are recommended. A claim cannot be derived from them. The user bears the only responsibility for non-appropriate or other than specified applications.
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WEICON Adhesive Spray Liquid

universal use, clean, fast and easy to apply

WEICON Adhesive Spray can be used uinversally and is suitable
for industrial applications as well as for the trades and private
households. It can be used, for example, in automobile workshops,
around the house or for model making.

WEICON Adhesive Spray can also be used as contact and
assembly adhesive for bonding textiles, paper, photos, cardboard,
wood, leather and many plastics and does not shine through.
When bonding rigid foam/styrofoam, depending on the type, the
compatibility needs to be tested first on a small, suitable spot; wait
and check for posssible changes, cratering or other deformations
for at least 60 minutes. The adhesive can be processed with a paint
brush or a spray gun.

Technical Data

Base synthetic caoutchouc

Colour yellowish, transparent

Density at +20°C (+68°F) (DIN 51757) 0,85 g/cm³

Evaporation time 5 - 10 min.

Flash point < 0 °C

Solids content approx. 31 %

Viscosity appr.* 40 sec.

Temperature resistance - 40 to approx. 70 °C

*(Cuptimer according to DIN EN ISO 2431, 4 mm nozzle)

Processing
For contact bondings, apply the adhesive evenly and individually
on the bonding pieces and, depending on the application thickness
and room temperature, allow to evaporate for approx. 5 to
10 minutes. Then join the components and press together.
Repositioning is not possible. For assembly bondings, the
adherends may only briefly evaporate. Then join the compnents
while the adhesive is still damp; repositioning is, depending on the
material, still possible for some time. The bonding should not be

exposed to stresses until it reaches its final strength (after approx.
24 hours).

Storage
Store in tightly closed original container. Protect from direct
sunlight. Storage temperature must not exceed +50°C. Keep
container in a cool, dry, well-ventilated place.

Safety and health
When using WEICON products, the physical, safety technical,
toxicological and ecological data and regulations in our EC safety
data sheets (www.weicon.com) must be observed.

Available sizes:
15800001 WEICON Adhesive Spray Liquid 1.0 L


