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Citrus Cleaner
Storage
Keep in closed original container. Protect from direct solar
radiation. Storage temperature may not exceed +50°C. Store
container at cool and aired place. Store in a dry place.
Safety and health
When using WEICON products, the physical, safety technical,
toxicological and ecological data and regulations in our EC safety
data sheets (www.weicon.com) must be observed.

Cleaner and degreaser on the basis of citrus essences
WEICON Citrus Cleaner is a universal cleaner based on
citrus peel extracts. It cleans machines and systems, precision
engineering components and precision mechanisms in industry
and small trades. Citrus Cleaner easily removes adhesive residues,
contamination due oils, greases, resin and tar, lubricants as well as
rubber residues and -abrasion. The product can even be used for
contamination caused by pencils, ballpoint pens and felt pens.

Available sizes:
15210005
15210010
15210030

Citrus Cleaner 5 L
Citrus Cleaner 10 L
Citrus Cleaner 30 L

Accessories:
11850200
15810001
15811002
15811400
15830001
15841500
15841501
15842001
15843001

Hand Protective Foam, 200 ml
Adapter for WSD 400,
Spray-Valve set for WSD 400,
Pressurized-Air Spray Can WSD 400,
Adjusting Valve for cans, 5/10 L
Pump-Dispenser WPS 1500,
Extension for WPS 1500,
Pump Dispenser, Standard
Pump Dispenser Special,

WEICON Citrus Cleaner cleans the most diverse surfaces such as
metal, plastic, glass, ceramic or painted and lacquered surfaces*.
Citrus Cleaner can be used universally and, for example, in industry
and small trade, window construction, public facilities and means
of transport, construction companies and in the household.
*For safety reasons, the material compatibility should first be
checked on a non-visible area.
Technical Data
Odour

almost odourless

Shelf life min.

12 months

Features

evaporates without residues

Colour

colourless

Suitable for use with

WSD 400 and WPS 1500

IMPA-Code

55 15 85/86/87

Processing
Spray a sufficient quantity onto the parts to be cleaned and allow to
react. If necessary, wipe off with a clean cloth. Repeat this process
with heavy soiling.
Note
The specifications and recommendations given in this technical data sheet must not be seen as guaranteed product characteristics. They are based on our laboratory tests and on practical experience. Since individual application
conditions are beyond our knowledge, control and responsibility, this information is provided without any obligation. We do guarantee the continuously high quality of our products. However, own adequate laboratory and practical
tests to find out if the product in question meets the requested properties are recommended. A claim cannot be derived from them. The user bears the only responsibility for non-appropriate or other than specified applications.
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